
Indre Recording and Production - 2023 Audio Truck Specs

Contact: Michael Comstock / mc@indre.com / 215-432-7894
Truck Specs: Mercedes Sprinter 2500 / License Plate  PA YSB-4890

Footprint: 10' x 25' w/ curbside exit
Power Needs: 60amp Single Phase on Camlock   (optional L14-30 or L21-20 twist)

COAX - MULT between TV Truck and Indre Audio Truck
1-Brown MADI Send 64 channel Music Truck ➡ TV Truck
2-Red MADI Return 64 channel TV Truck ➡ Music Truck
3-Orange AES Music Mix - Main 48k stereo Music Truck ➡ TV Truck
4-Yellow AES Music Mix - Backup 48k stereo Music Truck ➡ TV Truck
5-Green
6-Blue Video - Multiview SDI-1080 TV Truck ➡ Music Truck
7-Violet Video - Transmission SDI-1080 w/embedded audio TV Truck ➡ Music Truck
8-Grey
9-White LTC / timecode TV Truck ➡ Music Truck
10-Black Black Burst - REF NTSC TV Truck ➡ Music Truck

FIBER - TAC between Indre Audio Truck and Stage
1-Blue Stage MADI 1
2-Orange Stage MADI 2
3-Green Stage MADI 3
4-Brown Stage MADI 4
5-Grey Stage Backup
6-White Stage Backup
7-Red
8-Black
9-Yellow
10-Violet
11-Pink
12-Teal

COPPER between TV Truck and Indre Audio Truck
XLR PL / Intercom Audio over Director w/ Biscuit Box & Handmic
CAT6e Internet DHCP open access


